
New opportunities to
heat with wood pellets

– Save money and the environment –

ULMA AB
of Sweden

MADE IN SWEDEN

ECO FRIENDLY PRODUCTS



A pellet burner maintains a house’s tem-

perature and ventilation thereby avoiding 

moisture problems. Pellets are classed as a 

renewable energy which does not burden  

the environment like fossil fuels (eg coal,  

gas, oil). Combustion of wood pellets adds  

no extra carbon dioxide to the atmosphere.  

Carbon dioxide emitted during combustion  

is the same as that taken up by trees during  

their growth, part of the natural carbon  

cycle. Our pellet burner can be mounted  

on most boilers on the market and are  

fitted to our own boilers. Our burners are 

ignited with a hot air element specifically 

designed for our burners. Therefore, we can 

provide full 5-year warranty on the ignition 

element. (See warranty conditions in  

manual)

New opportunities to  
heat with pellets
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Ulma ECO 2 30kW. Despite the low price 
we manufacture the burner entirely in 
our own factory in Sweden. Ulma ECO 
2 is a reliable and robust burner with 
a proven igniter that ignite fast and is 
long lasting. The burner is equipped 
with an advanced control unit that con-
trols combustion so that good operating 
economy is achieved. The burner can 
run from 6-30 kW. We also have moun-
ted our popular touchscreen display 
which makes operation a child´s play. 

Ulma ECO Premium Air burner. The Ulma 
ECO is also available in 60 and 90 kW. 
They have the same great features as our 
smaller ECO model. They are designed 
to withstand overpressure and comes as 
standard with a new type of back draft 
protection.  It has an internal screw built in 
and features our reliable ignition element. 
With a compressor connected, the cleaning 
intervals will decrease. Now also as stan-
dard with our new touch screen display 
with many useful features.
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A self-cleaning pellet burner
TCA 2 pellet burner can be mounted on

most boilers on the market. The burner is 

provided with a superior controller that 

handles monitoring, security

and controls the combustion.

The burner is lit using a hot  

air element

when boiler  

temperature is 

less than the 

preset thermostat 

setting . Adjustable hystere-

sis of the thermostat via the controller for 

the best alignment. The touch screen also 

shows many useful features such as statis-

tics, pellet consumption, operating times, 

average power and even the average  

temperature of the water. The 

starting procedure is automatic in 

several steps to get a fast, efficient 

start-up. The display on the control-

ler can also show what effect the 

burner is working at. The burner 

can run in five power levels and 

is easy for the installer to ad-

just with a flue gas instrument. 

The burner is supplied with a 

compressor with compressed 

air reduces cleaning intervals.  

Additional features enables you to  

connect it to WiFi, and control your burner 

from your smart phone wherever you are. 

In addition, it also comes standard with a 

new type of back draft protection.

Ulma ECO 40 kW Premium Air burner. 
The burner is designed to withstand 
overpressure and comes as standard with 
a new type of back draft protection. The 
burner can be run between 15-40 kW 
and has 5 power levels. It has an internal 
screw built in and features our reliable 
ignition element. The burner is supplied 
with a compressor with compressed air 
reduces cleaning intervals. Now also 
as standard with our new touch screen 
display with many useful features.



The Ulma-Lambda boiler is a compact and 

flexible boiler equipped with a standard built 

in mixer control valve and  it´s connected wire-

lessly to the room sensor controller which has 

a built in timer were all settings can be done. It 

provide a high level of comfort and at the same 

time provides energy savings for the house 

owner. This boiler comes with a 6 kW back up 

electric immersion heater that operates as 

backup heat in case of emergency. The ash box 

should be emptied approx. 2-3 times per year 

maximum, depending on the heat consump-

tion of the house, and holds approx. 45 Litres of 

ash. The efficiency is very high since we have 

matched the boiler to the burner. It has a  

effectively sized hot water coil that guarantees 

constant hot water.

The Ulma-boiler has an built in three way mixer 

control valve on the boiler. It is possible to 

choose between pellets and electric fuel sour-

ces. Small light emitting diodes show real power 

level being used by the immersion heater. The 

immersion heater makes it possible to retain a 

minimum temperature without burning pellets 

if you are away from the house during a longer  

    period. This boiler  

is equipped as  

standard with  

LAMBDASOND which 

means it automati-

cally measures the 

gases to maintain a 

proper burning which 

results in a better eco-

nomy. The boiler comes 

complete with our self 

cleaning burner TCA 2.

The smart  
boiler you like.
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Ulma boiler Mini TCA – 
is a small compact boiler 
with either a 20 kW or 25 
kW ULMA pellet burner. 
The boiler has a water 
volume of 29 L therefore 
needs connection to a 
buffer tank of at least 
150 L. With dimensions of 
54x97x64 (WxHxD)  the 
boiler requires a small 
boiler room. The ash pan 
has a generous capacity 
of about 50 L. Picture 
shows our TCA 2 pellet 
burner mounted.

Ulma ECO –  Ulma Boiler 
is also available without 
Lambdasond and is then 
named Ulma ECO. It has a 
effectively sized hot water 
coil that guarantees con-
stant hot water. It comes 
standard with a manual 
shunt. Boiler supplied with 
6kW back up immersion 
heater. Option: Wireless 
shunt. 

Ulma boiler Mini ECO – 
boiler is a small compact 
boiler featuring a 20 kW 
or 25 kW Ulma pellet 
burner. The boiler has 
a water volume of 29 L 
requiring linking to a 
storage tank of at least 
150 L. With dimensions 
of 54x97x64 (WxHxD) 
it needs a small boiler 
room space. The ash pan 
holds a generous 50 L. 
Picture shows our ECO 
pellet burner mounted 
together with our popu-
lar clevis bracket which 
simplifies the cleaning.

Ulma Boiler Midi – is a 
compact boiler with a 60 
kW Ulma ECO burner. 
The boiler has a water 
volume of 72 L and  re-
quires a buffer tank of at 
least 500 L. 
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Ulma ECO boiler is also
available with our TCA 2
pellet burner.



The Ulma forced-air furnace operates at a high efficiency and requi-
res little space. Our furnace burner  comes with an Ulma pellet burner 
equipped with a fast ignition system.This  burner keeps a nice steady 
temperature and almost zero maintenance. The burner is regulated 
with a built in thermostat that can be adjusted to the desired room 
temperature. When the air has reached 60 degrees C the fan auto-
matically starts and provides warm air to the heated area. The fan is 
controlled by a PT100 sensor to regulate fan speed from 0 to 100 %. 
The forced-air furnace is perfect for the garage, workshops, air plane 
hangars, greenhouses, etc. Chimney connections are easily accessible 
on the back of the unit. Warm air can be discharged from the left or 
the right side. Available in different effects.

Our feed auger is suitable for all kinds of residential 
pellet burners up to 30 kW. If you need a longer feeder 
from your storage, this can often create an inbalance 
of supply to the overflow feed burner that requires 
a steady dose of fuel supply. To maintain a good 
combustion, this feed auger is a good alternative. The 
auger is placed between the fuel supply auger and the 
burner.

Problem with  
feeding?

Your first choice for 
simple heating

Airmove 1500 
Fully automatic transport of 
pellets with built-in one day 
fuel supply. This technology 
has replaced the need for 
carrying bags into your house, 
instead pellets will be car-
ried forward with careful air 
feeding. Our transport system 
handles a transportation dis-
tance up to 50 meters between 
storage and the pellet burner. 
This creates unexpected 
possibilities for the future, 
regardless what pellet burner 
you choose. This system fits 
all pellet burners, pellet boi-
lers and pellet stoves. Feeder 
is included in the delivery.
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Overheat protection. Nice to have 
when installing a pellet burner 
i.e. wood boilers that do not have 
overheating protection.

Controlling charge pump / exhaust 
fan. Used when you have buffertank 
or an exhaust fan.

Level sensor control for intermediate 
store

All our products  
are manufactured  

in Sweden.
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”A pleasant  
heat and time for  
the family”
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Discharge chute for bulk storage. A transport 
solution that gently without damaging the pellets 
feeds pellets from storage via conveyor to the burner. 
Available for both traditional re-feeding with screw, 
discharge tray and level sensor is then included a 
vacuum plant.

Feed box for 
further feeding 

with screw. 

MAFA Mini / Midi pellet bins are specially designed for the 
storage of fuel pellets. Ideal for handling loose pellets or in bags 
and in larger systems where storage rooms can be used for pel-
lets. MAFA bins are made of corrosion-resistant, galvanized sheet 
and provided with 45 gr. cone that allows complete emptying of 
pellets. Supplied in kit form consists of four folded sheets, 4 legs, 
grille and a rotateable screw connection.

A good pellet store 
is more important 
than you think

ulma.se | 9



10 | ulma.se

Main advantages of using LambdaTronic 
• Increasing the efficiency of the heating device

• Optimization of emissions

• Automatic adaptation of your heating device to different fuel qualities

• Simple installation

Bring your heating device  
into the wireless world 
By now, using smart phones or tablet computers has

become a part of everyday life for many of us and it is

difficult to imagine a life without our electronic gadgets.

Finally, there is some good news for people like us.

From now on, you can use your beloved device for the

remote control of your heating system. Thanks to our

application, you can intuitively swipe through the

menus, which give you many different possibilities  

for controlling your boiler.

Maximum Comfort: 
• Wireless communication with your boiler by smart phone or tablet PC

• Intuitive app, compatible with iOS and Android

• Stay updated about the current state of your boiler system anytime and anywhere

• Never come home to a cold house or apartment

• The app warns you before your boiler runs out of pellets

• You’ll never have to worry about whether your boiler is running or not when you are on vacation. 

 

ADVANTAGES: 
• Easy and intuitive to use  

(the product guides the user how to use it)

• Modern design, similar to smartphone devices

• Automatic adjustment of screen brightness

• The ability to change themes/wallpapers

• Easy installation

• Easy to clean

Bring your boiler in step with the times 
The high definition touchscreen allows you to navigate through the menus and swiping  

between pages by following easy to understand instructions. As well as this, it gives the  

user a pleasant feeling that their boiler is in step with the times.



Pelletburner  Ulma2000 TCA 2 Ulma ECO 2 30 kW Ulma ECO 40 kW Ulma ECO 60 kW  Ulma ECO 90 kW  

Output   6-20 kW  6-30 kW  Premium Air 12-40kW Premium Air 20-60 kW  Premium Air 30-90 kW  

Efficiency   97,20%  ≈ 95%  ≈ 95%  ≈ 95%   ≈ 95%  

Power Consumption  40 W  45 W  55 W  65 W   65 W  

Weight   12,5 kg  10 kg  14 kg  19 kg   23 kg  

Measurements outside  

the boiler (W x H x D)  230 x 295 x335 mm 227 x 233 x 258 mm 225 x 310 x 260 mm 302 x 434 x 305 mm  302 x 434 x 305 mm       

Dim. of chamber unit  154 x 220 mm 125 x 220 mm 125 x 220 mm 143 x 331 mm  180 x 378 mm  

(Diameter x lenght)     

Tension   230VAC  230VAC  230VAC  230VAC   230VAC  

Length standard screw 1,7 m  1,7 m  1,7 m  1,7 m   1,7 m  

      

      

      

      

Pelletspanna  Ulmaboiler  Ulma Eco  Ulma Boiler mini Ulma Boiler midi  

Effekt   20 kW  20 kW  20 kW  60 kW   

Max arbetstryck  1,5 Bar  1,5 Bar  1,5 Bar  1,5 Bar   

Rökrör   120 x 120 mm 120 x 120  130 mm  160 mm  

Vattenvolym   200 L  200 L  29 L  72 L  

Min skorstenarea  80 cm2  80 cm2  80 cm2  200 cm2  

Mått (B x H x D)  60,5 x 122 x 75 cm 60,5 x 107 x75 cm 54 x 97 x 64  72 x 129 x 86 cm 

Elanslutning  400 VAC  400 VAC  230 VAC  230V AC  

Min undertryck  1,5 / vp  1,5 / vp  1,5 / vp  1,5 / vp  

Verkningsgrad  > 90 %  > 90 %  > 90 %  > 90 %  

Varmvattenslinga  11 M  11 M    

Volym asklåda  45 L  45 L  50 L  73 L   

Elpatron   6 kW  6 kW    

Vikt   250 kg  240 kg  150 kg  325 kg   

      

      

      

Pelletstransportör  Airmove 1500     

Dygnsförråd Min  50 L     

Dygnsförråd Max  66 L     

Mått (B x H x D)  330 x 1650 x 430 mm          

Givare   2 pcs capacitive     

Slanganslutning  50 mm     

Förrådsskruv  500 mm (70W )     

Ppänning   230V AC     

Effektförbrukning cirka 1500 W     

Vikt   25 kg     

Tecnical information
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Pellet boiler

Output

Max working pressure

Flue pipe

Water volume

Min. chimney area

Dimension  (W x Hx D)

Tension

Min. pressure

Efficiency

Hot water loop

Ash box volume

Immersion heater

Weight

 

 

Pellet feeder

One-day storage Min

One-day storage Max

Dimension (W x H x D)

Sensors

Hose connection

Storage auger

Tension

Power consumption

Weight

 

ADVANTAGES: 
• Easy and intuitive to use  

(the product guides the user how to use it)

• Modern design, similar to smartphone devices

• Automatic adjustment of screen brightness

• The ability to change themes/wallpapers

• Easy installation

• Easy to clean

Ulma Forced-air Furnace 20 kW

Dimension                                146 x 33 x 57 cm

                                                + burner and fan

CC smoke pipe from floor         133 cm

Smoke pipe                               127 mm

Ventilation connection              315 mm

Air flow                                     1-2690 m3/h

Tension                                     230 VAC

Ash box volume                        30 L

Weight                                     105 kg

Ulma Forced-air Furnace 40 kW

Dimension                                146 x 45 x 83 cm

                                                + burner and fan

CC smoke pipe from floor         133 cm

Smoke pipe                               127 mm

Ventilation connection              315 mm

Air flow                                     1-2690 m3/h

Tension                                     230 VAC

Ash box volume                        54 L

Weight                                     159 kg



Choose quality 
choose products 

from Ulma

Manufacturing our products 

in our own premises right 

here in the municipality of 

Svenljunga, Sweden gives 

us full quality control. 

 

The company maintains 

a high level of service and 

we want to work with and 

create jobs for the next 

generation.

Scan the QR code 
above and read more 
about us or contact us 
 

Ulma AB

Phone: +46 (0)325-17680

Fax: +46 (0)325-17685

Energigatan 11

SE-512 53 Svenljunga  

Sweden 

 

             Like us on facebook 

             www.facebook.com/UlmaAB 

 

info@ulma.se 

www.ulma.se

We reserve the right to make changes without notice.


